Appl. No. 10/508,911 
In the Abstract 



Odet et al. 



Please amend the abstract as set forth below. 

The device — (100) — consists of a stopper — (121) which can 
close the A closure member or cap for sealing an opening 
into a neck [ [ (101) ] ] of a receptacle container and which 
includes an inner sealing disc which includes a layer or 
capsule [[(122)]] .which can be glued to or scaled on the 
seals against an annular edge [[(113)]] of the neck, it 
also comprises: — a The sealing disc disk — (121) , — making up 
the stopper or kincmatically connected thereto, — on which 
the inner capsule is fixed — (122) , — protruding radially 
outside extends radially outwardly of the neck -ft) — af*€t so 
as to be engaged by projections extending from a ring 
[[(124)]] provided with an inner thread [[(341)]] which is- 
able to ^cooperated cooperates with [[the]] an outer thread 
[[(111)]] of the neck^ (101), said ring ,(324) being fitted 
with a stop — (3 44 ) — which extends from one edge — (345) 
according to an axial direction — (X - X' ) — and which can exert 
The projections extend toward the sealing disc and 
generally parallel with respect to a central axis of the 
neck so as to apply a pushing effort [[(F3)]] on the disc 
[[(121)]] in [[the]] a direction in which the disk is 
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spaced — (121) — in relation to disc is urged from sealed 
engagement with the neck [[101)]]. 

It is requested that the Examiner indicate the 
acceptance of the amendment to the Abstract in the next 
office communication. No new matter is being added. 
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